CURB DOWEL (OPTIONAL) —

MODIFIED CONC
CURB & GUTTER

STREAMBED COBBLES PER
STANDARD SPECIFICATIONS
9-03.11(2) (2"—4”) — SEE NOTE

PROPOSED BIORETENTION
PER STANDARD DETAIL
NDP-2, 3 OR 4A

CONCRETE CURB

AND GUTTER
ROAD PAVEMENT
SECTION A—A
TOP OF CURB
14" 16”MIN 14" TOP OF CURB
GUTTER LINE 24" MAX
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SECTION B-B

MODIFIED CONC
CURB & GUTTER

ROAD
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FLOW TO BIORETENTION
PER STANDARD DETAIL
NDP—-2, 3 OR 4A.

SWALE /RAIN GARDEN
BANK (SEE NOTE)

SWALE /RAIN
GARDEN BOTTOM

TYPICAL GUTTER ELEVATION

NOTE:

MODIFY INLET TO BIORETENTION
PLANTER AS NEEDED TO
PREVENT EROSION.

JANUARY 2015 NO SCALE

A
s C]ty Of  STORM AND SURFACE
i =
Same " WATER UTILITY
#2 Bellevue

TITLE

DRAIN CURB CUT OPENING
FOR BIORETENTION

NO.

NDP-10



